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Model STNM 
Flush Mount (MX5)

Model STME
Rod Eye (MP4)

Model STNM below can also be referred to for Basic Cylinder Dimensions.

STNM, STME

ROD DIA. + STR + STR + STR
BORE ROD MM KK CC A WF V B E G J EE DD R LB ZJ XD L FL   CD MR CB

1 5/8 7/16-20 1/2-20 3/4 1 5/8 1 1/8 2 1 1/2 1 3/8 1/4-28 1.43 3 5/8 4 5/8 5 3/4 3/4 1 1/8 1/2 5/8 3/4
2 1 3/4-16 7/8-14 1 1/8 1 3/8 7/8 1 1/2 2 1 1/2 1 3/8 1/4-28 1.43 3 5/8 5 6 1/8 3/4 1 1/8 1/2 5/8 3/4
1 5/8 7/16-20 1/2-20 3/4 1 5/8 1 1/8 2 1/2 1 1/2 1 3/8 5/16-24 1.84 3 5/8 4 5/8 5 3/4 3/4 1 1/8 1/2 5/8 3/4
2 1 3/4-16 7/8-14 1 1/8 1 3/8 7/8 1 1/2 2 1/2 1 1/2 1 3/8 5/16-24 1.84 3 5/8 5 6 1/8 3/4 1 1/8 1/2 5/8 3/4
1 5/8 7/16-20 1/2-20 3/4 1 5/8 1 1/8 3 1 1/2 1 3/8 5/16-24 2.19 3 3/4 4 3/4 5 7/8 3/4 1 1/8 1/2 5/8 3/4
2 1 3/4-16 7/8-14 1 1/8 1 3/8 7/8 1 1/2 3 1 1/2 1 3/8 5/16-24 2.19 3 3/4 5 1/8 6 1/4 3/4 1 1/8 1/2 5/8 3/4
1 1 3/4-16 7/8-14 1 1/8 1 3/8 7/8 1 1/2 3 3/4 1 3/4 1 1/4 1/2 3/8-24 2.78 4 1/4 5 5/8 7 1/2 1 1/4 1 7/8 3/4 7/8 1 1/4
2 1 3/8 1-14 1 1/4-12 1 5/8 1 5/8 1 2 3 3/4 1 3/4 1 1/4 1/2 3/8-24 2.78 4 1/4 5 7/8 7 3/4 1 1/4 1 7/8 3/4 7/8 1 1/4
1 1 3/4-16 7/8-14 1 1/8 1 3/8 7/8 1 1/2 4 1/2 1 3/4 1 1/4 1/2 3/8-24 3.32 4 1/4 5 5/8 7 1/2 1 1/4 1 7/8 3/4 7/8 1 1/4
2 1 3/8 1-14 1 1/4-12 1 5/8 1 5/8 1 2 4 1/2 1 3/4 1 1/4 1/2 3/8-24 3.32 4 1/4 5 7/8 7 3/4 1 1/4 1 7/8 3/4 7/8 1 1/4
1 1 3/4-16 7/8-14 1 1/8 1 3/8 7/8 1 1/2 5 1/2 1 3/4 1 1/4 1/2 1/2-20 4.12 4 1/2 5 7/8 7 3/4 1 1/4 1 7/8 3/4 7/8 1 1/4
2 1 3/8 1-14 1 1/4-12 1 5/8 1 5/8 1 2 5 1/2 1 3/4 1 1/4 1/2 1/2-20 4.12 4 1/2 6 1/8 8 1 1/4 1 7/8 3/4 7/8 1 1/4
1 1 3/8 1-14 1 1/4-12 1 5/8 1 5/8 1 2 6 1/2 2 1 1/2 3/4 1/2-20 4.88 5 6 5/8 8 7/8 1 1/2 2 1/4 1 1 1/8 1 1/2
2 1 3/4 1 1/4-12 1 1/2-12 2 1 7/8 1 1/8 2 3/8 6 1/2 2 1 1/2 3/4 1/2-20 4.88 5 6 7/8 9 1/8 1 1/2 2 1/4 1 1 1/8 1 1/2
1 1 3/8 1-14 1 1/4-12 1 5/8 1 5/8 1 2 8 1/2 2 1 1/2 3/4 5/8-18 6.44 5 1/8 6 3/4 9 1 1/2 2 1/4 1 1 1/8 1 1/2
2 1 3/4 1 1/4-12 1 1/2-12 2 1 7/8 1 1/8 2 3/8 8 1/2 2 1 1/2 3/4 5/8-18 6.44 5 1/8 7 9 1/4 1 1/2 2 1/4 1 1 1/8 1 1/2
1 1 3/4 1 1/4-12 1 1/2-12 2 1 7/8 1 1/8 2 3/8 10 5/8 2 1/4 2 1 3/4-16 7.92 6 3/8 8 1/4 N/A N/A N/A N/A N/A N/A
2 2 1 1/2-12 1 3/4-12 2 1/4 2 1 1/8 2 5/8 10 5/8 2 1/4 2 1 3/4-16 7.92 6 3/8 8 3/8 N/A N/A N/A N/A N/A N/A10
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Flush Mount, Rode Eye






























