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Westcoast Cylinders Inc.: The Company has been manufacturing high

quality, reliable ROYAL cylinders for over 60 Years. Production started with
RDYA I a single cylinder design and expanded to a full range of multi-use,
hydraulic, pneumatic cylinders and accessories.

WESTCOAST CYLINDERS INC.

Quality: ROYAL is a leader in the design and manufacture of custom
heavy duty cylinders. The materials, machinery and tools used to produce

Westcoast Cylinders Inc. our products are continuously being updated. Our cylinders are built to the
225 Edworthy Way New Westminster BC highest standards utilizing the latest technology and processes.
Canada V3L 5G4

Phone Toll Free: 1-877-637-6925 Delivery: ROYAL maintains a large range of stock parts which gives us
Email: Sales@rc;yalcylinders com the flexibility to respond to your needs in emergency situations. Please

Website: www.RoyalCylinders.com contact the factory to expedite your special requirements.



NITROTEC TREATED MATERIALS

Nitrotec is a patented furnace treatment process, which converts
the steel surface into an extremely hard black iron nitride layer. It
is superior to chrome plating in that the nitriding is diffused into
the steel surface rendering the surface nonporous. Nitrotec
delivers a superior case hardness of up to 71 Rc, improves
corrosion resistance and minimizes friction loss for long seal and
gland bushing life.

The Nitrotec process gives an extremely hard dent resistant
finish to materials. The hardness varies from maximum at the
surface to the material condition at a depth of 0.015”, a vast
improvement compared with a typical 0.0005” to 0.001” thick
chrome plate. There is no flaking or lifting as with overlying
chrome on a softer material.

Nitrotec Piston Rod

The standard piston rod material is Nitrotec treated C1045
carbon steel. Other rod materials are available including
chrome plated 316 stainless steel and chrome plated carbon
steel. The piston shoulder diameter has been increased to
obtain a higher service factor for this area.

T2R-SERIES:

Features

HYTHANE PISTON SEAL

Hythane® K-Seals are the standard in the 3” bores and above.
This design prevents rolling or extrusion, and results in longer
life because of less friction.

Optional seals are available upon request, including Viton®
Flouromite, etc. Contact our factory for application information.

ROTO-CAST GLAND BUSHING

Gland bushings are manufactured from Roto-Cast Bronze. The
Hythane® rod seal is a high performance, high temperature seal
compound with ultra-low friction and long seal life. It is
documented temperature range is from -40° to 230°F. The
Hythane® rod wiper, with internal ribs for extra stability and
prevention of pressure trapping, cleans the rod on the return
stroke. The static external seal is Buna-N material. Spiral Snap
Ring retainers allows for easy removal of gland bushings for
maintenance without dismantling the cylinder.

Optional gland bushings are also available with a wear ring, which
prevents metal to metal contact and contributes to longer life for
both the gland bushing and the piston rod. Vee-packing glands
are also available. See Nomenclature for other options.

INTERNALLY MOUNTED SENSOR - EXTERNALLY MOUNTED ELECTRONICS

The internal sensor arrangement allows remote mounting of the electronics.
This permits a compact design for positioners such as the Blind End Clevis.

The standard position for the electronics enclosure is at Position

4 as shown, but the head is machined to readily accept at

Position 2. Please indicate if Position 2 is required.
The unused port is plugged.




T1RF Foot Mount

ADD STROKE
ROD DIA
BORE ROD MM KK cc A w BL Ss S SB ST su sw TS us XS EE G J X
2 1 1 3/4-16  7/8-14 1 3/8 1/2 |2 4 3/8 |12 1/8 3/8 5116 1 3/16 1/2 2 2 78 1 1/4 3/8 115/16 2 5/16 3/8
11 3/4-16 7/8-14 1 3/8 12 |2 1/4 4 7/8 |2 12 12 38 1 516 58 2 58 3 58 1 916 3/8 2 3/8 2 3/8 3/8
3 2 1 1/4 1-14 NA 1 3/4 7116 1 172
1 1 1/4 1-14 NA 1 3/4 7/16(2 3/8 5 3/8 |3 12 12 1 12 58 3 7/8 4 58 1 3/4 1/2 213/16 2 58  1/2
4 > 112 11s12 NA 2 18 38 111/16
1 1 1/4 1-14 NA 1 3/4 3/8 12 3/8 5 1/2 |311/16 1/2 172 1 916 5/8 4 3/8 6 3/8 11116 1/2 2 7/8 211/16 3/8
5 2 112 11412 NA 2 18 516 1 5/8
1 112 11/4-12 NA 2 1/8 711612 5/8 5 5/8 |4 3/8 1/2 9/16 1 1/2 7/8 5 7/8 7 3/4 2 716 3/4 3 1/2 3 5/8 1/2
6 2 2 11/2-12 13/4-12 2 12 1/2 2 12
1 2 11/2-12 13/4-12 2 1/2 12 |2 3/4 7 5/16|5 3/4 5/8 11/16 2 9/32 27/32 8 1/4 9 3/4 219/32 1 4 3/8 311116 1/2
8 2 2 212 21/4-12 3 12 11/16 2 25/32
Notes:
1. All dimensions in inches.
2. EE dimension specifies NPTF port.
Contact Factory if SAE or Alternate port size is required.
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Foot Mount




BORE ROD

N

-_—
o PO U AW

Notes:

ROD DIA
MM

1/4
1/4
1/2
1/4
1/2
1/2

12
12

WNNNN- - 3 2

KK cC
3/4-16  7/8-14 1
1-14 NA 1
1-14 NA 1
11412 NA 2
1-14 NA 1
11/4-12 NA 2
11/4-12 NA 2
11/2-12 13/4-12 2
11/2-12 1 3/4-12 2
2-12 21/4-12 3
212 21/4-12 3
21/2-12 23/4-12 4

1. All dimensions in inches.
2. EE dimension specifies NPTF port.
Contact Factory if SAE or Alternate port size is required.
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Model T2R2C to T2R4C
Blind End Clevis
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Model T2R5C to T2R10C
Blind End Clevis

12 |4
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T2RC Clevis

Ccw E EE G J L MR
13/16 3 5/8 38 2 38 3 18 1 14 1
15/16 4 5/8 12 213/16 4 116 1 7/8 1 1/8
15/16 6 3/8 12 2 7/8 4 1161 7/8 1 1/8
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Notes:

ROD DIA
MM

1
1
1
1
1
1
1
2
2
2

1/4
1/4
12
1/4
12
12

12

N

= A aa

KK cc
3/4/16  7/8-14 1
1-14 N/A 1
1-14 NA 1
1/4-12 N/A 2
1-14 N/A 1
17412 NA 2
1/4-12 NA 2

1/2-12 1 3/4-12 2
1/2-12 13/4-12 2
2-12 21/412 3

1. All dimensions in inches.
2. EE dimension specifies NPTF port. Contact Factory if SAE or Alternate port size is required.

T2RHC Heavy Blind Clevis

A
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Model T2R3HC and T2R4HC
Heavy Blind Clevis

EX
1
|©
O T/
4
(@) Il
CHEK®)
3
E

Model T2R5HC to T2R8HC
Heavy Blind Clevis

ADD STROKE
w BL XC cB CD CwW E EE G J L MR X
12 14 1/4 10 1/4 25/32 3/4 13/16 3 5/8 38 2 38 3 18 1 14 1 3/8
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ROD DIA
BORE ROD MM
2 1 1
1 1
3 2 1 14
1 1 1/4
4 2 1 12
1 1 14
5 2 112
6 ; ; 12
1 2
8 2 2 12
10 1 2 1/2
2 3

Notes:

1. All dimensions in inches.

KK
3/4/16

3/4/16
1-14
1-14

11/4-12
1-14
11/4-12
11/4-12
11/2-12
11/2-12
2-12
2-12
21/2-12

cc
7/8/14

7/8-14
N/A
N/A
N/A
N/A
N/A
N/A

13/4-12
13/4-12
21/4-12
21/4-12
2 3/4-12
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3/4
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1/8
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T1RT Mid Trunnion

Model T Dimensions

2. EE dimension specifies NPTF port. Contact Factory if SAE or Alternate port size is required.

N| @TD

TL

Model T1R2T to T1R4T
Mid Trunnion

ADD STROKE
w Xl min | XI max BL BD TD TL ™ um E EE G J X
1/2 |2 15/16|3 15/16 2 1 34 1 3 5 2 7/8 3/8 115/16 2 5/16 3/8
172 |3 12 (4 12 2 1/4 1 1/4 34 1 4 6 3 5/8 3/8 2 3/8 2 3/8 3/8
7116 |3 7/16|4 7/16
7/16 |4 4 7/8 2 3/8 1 12 1 1 14 5 1/4 7 3/4 4 5/8 12 213/16 2 5/8 1/2
3/8 |3 15/164 13/16
3/8 |4 4 7/8 2 3/8 1 12 1 1 14 6 12 9 6 3/8 12 2 7/8 211/16 3/8
5/16 |4 13/16/ 4 13/16
7116 |4 7/8 |5 1116 2 5/81 3/4 1 14 1 1/2 8 11 7 3/4 34 3 12 3 5/8 1/2
12 |4 7/8 |5 3/4
12 |6 1/8 |6 7/8 2 3/4 2 12 1 314 2 10 14 9 3/4 1 4 3/8 311/16 1/2
11/16 (6 5/16|6 9/16
34 |7 1/2 |7 3/4 3 1/2 3 14 2 2 3/8 13 17 3/4 |11 3/4 1 1/4 5 1/8 4 516 5/8
7 3/4 |7 7/8
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Model T1R5T to T1IR10T
Mid Trunnion




ROD DIA

BORE ROD MM KK cc A
3 1 1 3/4-16  7/8-14 1 3/8
2 1 14 1-14 N/A 1 3/4
4 1 1 1/4 1-14 N/A 1 3/4
2 112 11412 NA 2 1/8
5 1 1 1/4 1-14 NA 1 3/4
2 112 11412 NA 2 1/8
6 1 1 12 11412 NA 2 1/8
2 2 11/2-12 13/4-12 2 1/2
8 1 2 11/2-12 13/4-12 2 1/2
2 212 2-12  21/412 3 12
1 0 1 2 12 2-12  21/4-12 3 1/2
2 3 21/2-12 23/4-12 4 12

Notes:
1. All dimensions in inches.
2. EE dimension specifies NPTF port. Contact Factory if SAE or Alternate port size is required.

TL

Model TIR3HT and T1R4HT
Heavy Duty Mid Trunnion

w
12
7/16
7116
3/8
3/8
5/16
7/16
12
12
11/16
3/4

Model T1IR5HT to TIR10HT
Heavy Duty Mid Trunnion

T1RHT Heavy Duty Mid Trunnion

Model HT Dimensions
ADD STROKE
XImin | XImax  BL BD D L ™ um E EE G J X
312 |4 122 14 (1 14 1 34 4 5 12 | 3 58 3/8 2 38 2 38 38
3 7116|4 7/6
4 4. 7/82 38 (112 114 114 5 14 7 34 |4 58 12 213/16 2 58  1/2
3 15/164 13/16
4 478238 (112 138 138 612 9 14 |6 38 12 2 7/8 211/16  3/8
3 15/164 13/16
4 13/165 11/16 2 5/1 3/4 1 12 1 12 8 11 7 34 3/4 3 12 3 58 12
4 7/8 |5 3/4
6 1/8 |6 3/8 2 34 |2 12 2 2 10 14 9 34 1 4 38 31116 12
6 5/16|6 9/16
7 12 |73/4 3 12 3 14 2 12 2 12 13 18 11 3/4 1 14 5 1/8 4 516 58
734 |8
XI
/—EE EE—\
KK/CC
1l =
\ = I
= HH -
= — (9]
1
W BD
A G BL J 5"
Warning
Trunnion Mounted Cylinders swivel in one direction only and are designed
to carry shear loads. Pins must be held rigidly and in accurate alignment.
Improper mounting may result in premature failure.
Note: Specify Xl value when ordering Mid Trunnion Mounted Cylinders.
Xl
EE / X EE
d
: : 1 X
O S
A - h N
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BD

BL

5"




T1RTR Rod End Trunnion

Model TR Dimensions
ADD
ROD DIA STROKE|
BORE ROD MM KK cc A w XG BL D TL ™ uT E EE G J XX
2 1 1 3/4-16  7/8-14 1 3/8 12 115/16|2 3/4 1 B 5 2 7/8 3/8 115/16 2 5/16  3/8
3 1 1 3/4-16  7/8-14 1 3/8 12 2 3/16(2 1/4 3/4 1 4 6 3 5/8 3/8 2 38 2 38 3/8
2 1 14 1-14 NA 1 3/4 716 2 1/8
4 1 1 1/4 1-14 NA 1 3/4 716 2 1/2 (2 3/8 1 1 14 5 1/4 7 3/4 |4 5/8 12  213/16 2 5/8 1/2
2 112 11/412 NA 2 1/8 3/8 2 7/16
5 1 1 1/4 1-14 NA 1 3/4 3/8 2 9/16(2 3/8 1 1 14 6 12 9 6 3/8 172 2 7/8 21116 3/8
2 1 .12 11/412 NA 2 1/8 516 2 1/2
6 1 1 12 11/412 NA 2 1/8 716 3 2 5/8 1 1/8 112 8 11 7 3/4 3/4 3 12 3 58 12
2 2 11/2-12 13/4-12 2 1/2 12 3 1/8
8 1 2 11/2-12 13/4-12 2 1/2 12 3 7/8 (2 3/4 1 3/4 2 10 14 9 3/4 1 4 3/8 311/16 112
2 212 212 21/4-12 3 12 1116 4 1/8

Notes:
1. All dimensions in inches.
2. EE dimension specifies NPTF port. Contact Factory if SAE or Alternate port size is required.
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Warning
Model TIR2TR to T1IR4TR Trunnion Mounted Cylinders swivel in one direction only and are
Rod End Trunnion designed to carry shear loads. Pins must be held rigidly and in accurate
alignment. Improper mounting may result in premature failure.
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Model T1IR5TR to T1IR8TR
Rod End Trunnion



8 Cylinder Technical Data

ROYA

WESTCOAST CYLINDERS INC.

Published Design Data

Westcoast Cylinders Inc reserves the right to change specifications and other information included in
this catalogue without notice. All information, data and dimension tables in this catalogue have been
carefully compiled and thoroughly checked. However, no responsibility for possible errors or omis-
sions can be assumed.

Warning

These products are intended for industrial use only. Do not use these products in applications where
the pressure and temperature exceeds the values listed below.

Through misuse, age or malfunction, components used in fluid power systems can fail. A designer
utilizing these products must consider all modes of failure when designing machines and provide
safeguards or warn the end user of possible modes of failure.

Cylinder Pressure and Temperature Ratings
TR-Series cylinders are rated to 250 psig pneumatic pressure.

Temperature ratings for cylinders are limited to the maximum published temperature range of the
least resistant seal component. In most cases that would be the standard Buna-N O-ring seals.
For higher temperatures specify a “vV” in the Options box of the Cylinder Nomenclature.

Buna-N temperature ratings: -30°F to 200°F (-34°C to 93°C).



Technical Data

Cylinder Developed Force

9

Developed Force (Ib)
Work Work @ Differential Pressure

BORE ROD DIA Major Area Minor Area 60 80 100 150 200 250
in in (in?) (in?) push pull push pull push pull push pull push pull push pull
2 3/4 3.14 2.70 188 162 251 216 314 270 471 405 628 540 785 675
1 3.14 2.36 188 141 251 188 314 236 471 353 628 471 785 589
3 1 7.07 6.28 424 377 565 503 707 628 1060 942 1414 1257 1767 1571
1 1/4 7.07 5.84 424 350 565 467 707 584 1060 876 1414 1168 1767 1460
4 1 1/4 12.57 11.34 754 680 1005 907 1257 1134 1885 1701 2513 2268 3142 2835
1 1/2 12.57 10.80 754 648 1005 864 1257 1080 1885 1620 2513 2160 3142 2700
5 1 1/4 19.63 18.41 1178 1104 1571 1473 1963 1841 2945 2761 3927 3682 4909 4602
1 112 19.63 17.87 1178 1072 1571 1429 1963 1787 2945 2680 3927 3574 4909 4467
6 1 112 28.27 26.51 1696 1590 2262 2121 2827 2651 4241 3976 5655 5301 7069 6627
2 28.27 25.13 1696 1508 2262 2011 2827 2513 4241 3770 5655 5027 7069 6283
8 2 50.27 47.12 3016 2827 4021 3770 5027 4712 7540 7069 10053 9425 12566 11781
2 12 50.27 45.36 3016 2721 4021 3629 5027 4536 7540 6804 10053 9071 12566 11339
1 0 2 1/2 78.54 73.63 4712 4418 6283 5890 7854 7363 11781 11045 15708 14726 19635 18408
3 78.54 71.47 4712 4288 6283 5718 7854 7147 11781 10721 15708 14294 19635 17868
1 2 3 113.10 106.03 6786 6362 9048 8482 11310 10603 16965 15904 22619 21206 28274 26507
3 1/2 113.10 103.48 6786 6209 9048 8278 11310 10348 16965 15521 22619 20695 28274 25869
Cylinder Sizing

An air cylinder must generate sufficient force to move a load and overcome friction losses. System pressure losses must also be
considered. The cylinder developed force table does not take into account friction or pressure losses. In addition, an air cylinder must
be overpowered due to the compressibility of air. Therefore, the following general guideline applies for sizing an air cylinder when
using theoretical cylinder developed force values:

Application Minimum force available
Total load factor

Normal Speed 1.25

Intermediate Speed 1.5

High Speed 2

Multiply your total load by one of the load factors above.
Load * Factor = Minimum load for cylinder at system pressure.

Typical pneumatic cylinder applications require flow controls to limit cylinder speeds. Flow control installation is typically done as
metered out controlling the flow of air as it exits the cylinder. This is done to ensure accurate cylinder speeds under all loads. The
flow controls however do affect cylinder performance by maintaining back pressure on the piston. As a general rule, allow 20 psi
pressure loss through flow control for good speed regulation.

Please note the above issues if cylinder performance are critical and increase your load factor accordingly.

Cylinder Side Load
Mounting style and mounting position are very important considerations as well.

Side loads on the gland bushing should be avoided where possible to obtain maximum life from a cylinder. Cylinders can not support
side load, they are designed for push-pull applications where the load is guided to ensure proper alignment.

Break-away Pressures
Cylinder break-away pressure varies between 5 and 10 psi depending on the bore size and mounting attitude. The following values
were compiled using a new non-loaded cylinder mounted horizontally.

3” bore Retract = 5.5 psi Extend = 3 psi.
4” bore Retract = 8 psi Extend = 6 psi.

If low pressure break-away is required please contact the factory for more detailed information.
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